
 

6 

� � � �� � � � � � � � �� � � � � � � 	 
 � 
 �	 
 � 
 � � � � � 
 
 � � � �� � � � � � � � �� � � � �
Email sales@rojone.com.au   / / /   www.rojone.com.au 

 
 
 
 
 
 
 
 
 
 
FEATURES  

• High Power 40 Watts per port 
• Wide Band 800-2000 MHz 
• Low Intermodulation N Female Connectorized  

 
Rojone’s AMA-068-2 range of High Power 2 Way Combiners are specifically 

designed for the Cellular Telecommunications market  to allow service providers the 
abil ity to combine two (2) 40 watt for non coherent signals into one port.  

 These products are particularly suitable for in-building network distribution. 
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PART NUMBER  AMA-068-2    
FREQUENCY  800 to 2000 MHz  
Number of Ports  2 Input Ports 
Isolation   20 Min  to 35dB Max 
Insertion Loss   3.5dB Max 
Amplitude Balance  < ± 0.2dB  
Phase Balance   < ± 3 Degrees  
VSWR/Return Loss  1.22:1 Max / -20dB  
Power 40 Watts CW Max per input port @ -10 to 50°C 
Impedance   50 Ohms 
Connector Type  N Female 
Package Size   200 x 164 x 64.5mm not including conn. 
Operating Temperature range -10 to + 50 Degrees C 
Weight    Alum 3.1 Kg Max 
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Mechanical Outline  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
    Peak Power for all our devices is 3KW @ 1% duty cycles 
    All high power products are finished in a high temperature 
    400-degree) flat black paint. 

 
     Recommended coupling torque force for N connector 40       
     to 60 Ncm. 
     Note :  Over tightening the connectors may damage the 
     connector to stripline transition internally please take 
     care. 


