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GPS 
MicroNav 
 
FEATURES  

• Low Cost – Ceramic Antenna 
• Suitable for a var iety of GPS Receivers 

 
The MicroNav GPS antenna has been designed as a versatile low cost active antenna solution. 

The MicroNav antenna is an active ceramic patch encapsulated in a  UV stable radome with a moulded 
cable connection for strength and waterproofing characteristics.  It is offer as a magnetic mountable 

package making this antenna an ideal vehicle mountable product. 
 

              

  
 
 
 

Frequency   1575 +/- 3 MHz  3A – Active 3 Volt Version 
Bandwidth  10  MHz   --------------------------------- 
Boresight Gain 4.0 dBic Min  Amplifier Gain 27dB Typical 
Antenna VSWR 2.0:1 Max  Noise Figure  1.5dB Typical 
Polarization   RHCP   Bandwidth  10 MHz 
Azimuth  Omni Directional Output VSWR  2.0:1 Max 
Elevation  Hemispherical  1dB Comp Pt  0dBm 
Temperature range -40 to +85 Deg C O/P 3rd Order  +10dBm 
Dimensions   50 x 50 x 17mm max Reverse Isolation > +50dB 
Weight   < 110 grams  Impedance  50 Ohm 
Colour   Black   Supply Voltage 3  request 5+/ 0.25VDC 
Mounting  Magnetic Standard    @14mA 
 

      
 

   
     

              
                                       

  



 
 
                          ROJONE  Pty. L td – 61 Aero Rd, INGLEBURN NSW 2565 AUSTRALIA 
                              TEL +61 02 9829 1555  FAX 02 9605 8812  EMAIL sales@rojone.com.au 
 

PART NUMBER OPTIONS 
 
 

 
Note:  MicroNav Antenna model has recently changed from  

reference 9 to 7 To avoid confusion with some similar products 
GPSA7… Prefix has superseeded GPSA9… 

 
 
 

 
 

P Plug

S Socket

S SMA

B BNC

M MCX

T TNC

N N

O No Conn

A Active 3 Volt Standard

A5 Active 5 Volt Special

M PGPS A 7 3

Magnetic Mount, Side Cable Exit

MicroNav Antenna Model

5

Cable Tail Length - 5 metres long standard

Connector Type


