4 3 2 1
B AJ-165 PART NUMBERMILITARY PART NO. |CABLE DIA. BUSHING
AJ-165/13-1 M55116/13-1 165 £.010 AP-116-17
AJ-165/13-2 M55116/13-2 .228 £.010 AP-116-18
AJ-165/13-3 M55116/13-3 .250 £.010 AP-116-8
AJ-165/13-4 M55116/13-4 .290 £.010 AP-116-19

AJ-156-11

SEE NOTE 2

NOTES;

1. CONNECTORS ARE QUALIFIED TO MIL-DTL-55116.

2. MARK MILITARY PART IDENTFYING NO.,
MANUFACTURERS NAME AND CAGE CODE

= AJ-165-30
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AP-116-2
BUSHING
SEE TABLE

ROJONE

AP-116-4

Australian Representatives

ROJONE, PTY LTD.

E:

Tel: 02 9829 1555
sales@rojone.com.au

WWW. rojone.com.au

LOCATED APPROXIMATELY AS SHOWN.
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THIS DOCUMENT CONTAINS PROPRIETARY INFOR-
MATION OF NEXUS,INCORPORATED AND SUCH
INFORMATION MAY NOT BE DISCLOSED TO OTHERS
FOR ANY PURPOSE OR USED FOR ANY PURPOSE
WITHOUT THE WRITTEN CONSENT OF NEXUS.
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