COAXIAL COUPLERS

6 - PRODUCTS

6.1 - 3 dB 90° HYBRID SMA COAXIAL COUPLERS

RF CHARACTERISTICS

RADIALL FREQUENCY| AMPLITUDE | INSERTION LOSS | ISOLATION | VSWR AVENRTJEPOVL%F:\K —
PART NUMBER| RANGE (GHz)| BALANCE (dB) {dB) (max) (dB) (mini) |(max) {dB)
{w){1) (KW} {2)
R433721700 | 7-12.4 £ 0.5 0.4 18 1.35 30 3 1
R 433 831 700 12.4 - 18 0.7 0.6 16 1.40 30 3 1
R-433 611 700 618 £ 0.6 0.6 15 1.50 30 3 1
Notes : {1} at 25°C

{2} at 25°C (1us - duty cycle 1%s;)

MECHANICAL CHARACTERISTICS

CONSTRUCTION

SPLASHPROOF

RF CONNECTORS SMA per MILL C 39012

ENVIRONMENTAL CHARACTERISTICS (In accordance with MIL STD 202)

OPERATING TEMPERATURE RANGE

-40/+100°C

STORAGE TEMPERATURE RANGE

—40/+100°C

VIBRATION (MIL STD 202)

METHOD 204 cond D (10-2000/20G)

SHOCK (MIL STD 202)

METHOD 213 cond C (100G/8mS)
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COAXIAL COUPLERS
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OUTLINE DRAWINGS

GENERAL TOLERANCE Xx 0.5 mm
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4 SMA/f connectors

A 25.4

B 6.35

c 12.7

D 12.7

E 12.7

F 9.5

G 7.9

H 2.4

I 10

J 2.6

K 5
WEIGHT | 25

(g)
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