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e 5D218

< Family

8 dipole antenna, 11.0/11.5 dBd gain, 118-225 MHz

* 11 dBd gain in elliptical (bi-directional) pattern (1/2 wave), 11.5 dBd gain in offset pattern (1/4 wave)
* 118-225 MHz at a VSWR of 1.5:1 or better

The SD218 series of antennas is unique in its high efficiency and exceptionally wide
bandwidth, covering the frequency ranges of 118-137 MHz, 138-174 MHz or 220-225

MHz at a VSWR of 1.5:1 or better. Because of its bandwidth and very low

intermodulation response, the SD218 series is perfectly suited for multicoupled

systems.

Site specific mounting hardware is necessary with these antennas. Please consult
Sinclair to determine suitable clamps for your application. Heavy duty versions of
this antenna are also available.

Antennas

Low Band, Aviation, and VHF Antennas

SD218 Series

Model Description Pattern
SD218-SF1P2SNM 11 dBd gain, elliptical, N (male) connector, 118-138 MHz Bi-directional
SD218-SF1P4SNM 11.5 dBd gain, offset, N (male) connector, 118-138 MHz Offset
SD218-SF2P2SNM 11 dBd gain, elliptical, N (male) connector, 138-174 MHz Bi-directional
SD218-SF2P4SNM 11.5 dBd gain, offset, N (male) connector, 138-174 MHz Offset
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SD218-SF1P2SNM SD218-SF1P4SNM SD218-SF2P2SNM
Electrical Specifications
Frequency Range, MHz 11810 138 118 to 138 138t0 174
Gain (nominal), dBd (dBi) 11(13.1) 11.5(13.6) 11(13.1)
Input VSWR (max) 1.51 1.5:1 1.5:1
Polarization vertical vertical vertical
Pattern Bi-directional Offset Bi-directional
Horizontal beamwidth, degrees 210
Vertical beamwidth, degrees 8 8 8
Average Power Input (max), W 300 300 300
Lightning protection DC ground DC ground DC ground
Mechanical Specifications
Connector N (male) N (male) N (male)
Length/ Height, in (mm) 480 (12192) 480 (12192) 480 (12192)
Width, in (mm) 40 (1016) 23 (584) 40 (1016)
Depth, in (mm) 4(102) 4(102) 4 (102)
Base pipe diameter, in (mm) 2.4 (60) 2.4 (60) 2.4 (60)
Base pipe mounting length, in (mm) 72 (1829) 72 (1829) 72 (1829)
Weight, Ibs (kg) 96 (43.6) 91 (41.3) 96 (43.6)
Actual Shipping weight, Ibs (kg) 250 (113.5) 200 (90.8) 250 (113.5)
Shipping dimensions, in (mm) 247x6x44in () 247x6x27in () 247x6x44in ()
FPE, ft2 (m?) 9.1(0.85) 9.1(0.85)
Mounting hardware clamps not supplied clamps not supplied clamps not supplied
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