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SV360

This antenna is a parabolic reflector type, available in the 380-400, 406-420 or 450-
470 MHz band exhibiting a nominal gain of 15 dBd across the designed bandwidth.
Where climatic extremes are a problem, heavy duty models may be necessary. For
heavy duty or higher power handling units, please consult your Sinclair

» High directional antenna
* Rugged construction
« Suitable for horizontal or vertical polarization

Antennas

UHF and Tetra Antennas

SV360 Series

Parabolic reflector directive antenna, 15 dBd gain, 380-470 MHz

representative.
Model Description Pattern
SV360-SF1SNM 15 dBd gain, N (male) connector, 406-420 MHz Directional
SV360-SF2SNM 15 dBd gain, N (male) connector, 450-470 MHz Directional
SV360-SF3SNM 15 dBd gain, N (male) connector, 380-400 MHz Directional
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Electrical Specifications
Frequency Range, MHz
Gain (nominal), dBd (dBi)
Input VSWR (max)
Polarization

Pattern

Horizontal beamwidth, degrees
Vertical beamwidth, degrees
Lightning protection
Bandwidth, MHz
Front-to-back ratio (typ), dB

Mechanical Specifications
Connector

Length/ Height, in (mm)

Width, in (mm)

Depth, in (mm)

Radiating element material
Weight, Ibs (kg)

Actual Shipping weight, Ibs (kg)
Shipping dimensions, in (mm)
Mounting hardware

Environmental Specifications
Temperature range, °F (°C)

Rated wind velocity (no ice), mph (km/h)

Rated wind velocity (1/2" radial ice), mph (km/h) 85 (137)

Lateral thrust (100mph), Ibs (N)
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Antennas
UHF and Tetra Antennas
SV360 Series

SV360-SF1SNM SV360-SF2SNM SV360-SF3SNM
406 to 420 450 to 470 380 to 400
15 (17.1) 15(17.1) 15(17.1)
1.5:1 1.5:1 1.5:1
vertical or horizontal vertical or horizontal vertical or horizontal
Directional Directional Directional
18 18 18
32 32 32
DC ground DC ground DC ground
14 20 20
25 25 25
N (male) N (male) N (male)
45.8 (1163) 45.8 (1163) 45.8 (1163)
88 (2235) 88 (2235) 88 (2235)
25 (635) 25 (635) 25 (635)
aluminum aluminum aluminum
60 (27.2) 60 (27.2) 60 (27.2)

50 (22.7) 50 (22.7) 50 (22.7)
47x9x43 (1194x229x1092) 47x9x43 (1194x229x1092) 47x9x43 (1194x229x1092)
#4 clamp #4 clamp #4 clamp
-22 to +140 (-30 to +60) -22 to +140 (-30 to +60) -22 to +140 (-30 to +60)
100 (161) 100 (161) 100 (161)

85 (137) 85 (137)
422 (1877.1) 422 (1877.1) 422 (1877.1)
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MEASURED RADIATION PATTERN
VERTICAL POLARIZATION

MEASURED RADIATION PATTERN
VERTICAL POLARIZATION

Azimuth Elevation
Relative Gain - 10 dB per Division Relative Gain - 10 dB per Division
SV360-SF1SNM SV360-SF1SNM
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