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2300-2400MHz Duplexer for ROJ-723-8

Specifications – Option 1	 Part No: AMA-4238-716A	

Electrical Specifications

UL DL

Frequency 2300-2340 MHz 2345-2400 MHz

Insertion Loss
<0.5dB @ 2300-2335 <0.5dB @ 2350-2400

<1.0dB @ 2335-2340 <1.0dB @ 2345-2350

Band Ripple <0.8dB

Port-to-Port Isolation >25dB @ 2345-2400 >25dB @ 2300-2340

Return Loss >20dB

Power Rating 200W/port

Impedance 50 ohms

Connector DIN 716 Female

Size 146x133x32mm

2300-2340 MHz (Typical Performance)

2345-2400 MHz (Typical Performance)
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Specifications – Option 2	 Part No: AMA-4238-716B	

Electrical Specifications

UL DL

Frequency 2300-2340 MHz 2345-2400 MHz

Insertion Loss
<0.8dB @ 2300-2335 <0.8dB @ 2350-2400

<1.6dB @ 2335-2340 <1.6dB @ 2345-2350

Band Ripple <0.8dB

Port-to-Port Isolation >45dB @ 2345-2400 >45dB @ 2300-2340

Return Loss >20dB

Power Rating 200W/port

Impedance 50 ohms

Connector DIN 716 Female

Size 125x160x32mm

2300-2340 MHz (Typical Performance)

2345-2400 MHz (Typical Performance)


