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Yagi Antenna for 2.4GHz ISM Band 
(Model: SA2-05003-03)

Specifications	

Electrical Specifications

Frequency Range 2300-2500 MHz

Gain 12 dBi
VSWR 1.5:1 max
Polarisation Linear, vertical
HPBW / horizontal 50°
HPBW / vertical 50°
Front-to-back ratio 15 dB
Downtilt 0°

Power handling 10W (cw)
Impedance 50 Ohms

Connector SMA Female
or BNC Male Reverse

Environmental & Mechanical Specifications

Survival wind speed 180 km/h

Temperature -40°C to +80°C
Humidity 100% @ 25°C
Lightning Protection DC Ground
Radome Colour Grey-white

Radome Material ABS/UV Resistant,  
Fire Retardant

Weight 0.7 kg
Dimensions 345 x 87 x 48 mm
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Electrical Specification             

Frequency range               2300 MHz - 2500 MHz

Gain                                   12 dBi

VSWR                                1.5 : 1 Max.

Polarization                        Linear vertical 

HPBW / horizontal             50o

HPBW / vertical                 50o

Front to back ratio             15 dB

Downtilt                             0o

Power handling                  50 W (cw) 

Impedance                         50 Ohms

Connector                           N female or SMA female

Evironmental & Mechanical Characteristics

Survival wind speed         180 km/hr

Temperature                     - 40o C to +80o C

Humidity                           100% @ 25o C

Lightning protection          DC ground

Radome color                   Gray-white

Radome material              ABS/UV resistant

                                          fire retardant

Weight                              0.7 kgw�

Dimensions                      345 x 87 x 48 mm
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Electrical Specification             

Frequency range               2300 MHz - 2500 MHz

Gain                                   12 dBi

VSWR                                1.5 : 1 Max.

Polarization                        Linear vertical 

HPBW / horizontal             50o

HPBW / vertical                 50o

Front to back ratio             15 dB

Downtilt                             0o

Power handling                  50 W (cw) 

Impedance                         50 Ohms

Connector                           N female or SMA female

Evironmental & Mechanical Characteristics

Survival wind speed         180 km/hr

Temperature                     - 40o C to +80o C

Humidity                           100% @ 25o C

Lightning protection          DC ground

Radome color                   Gray-white

Radome material              ABS/UV resistant

                                          fire retardant

Weight                              0.7 kgw�

Dimensions                      345 x 87 x 48 mm
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Dimens ions   ( mm )          
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